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LIQUID BAG
FILTER HOUSINGS

FOR USE WITH EB2 SERIES
CLEANABLE BASKETS EH8 BAND CLAMP SERIES

PUROLATOR FACET, INC.
a CLARCOR  company

8439 Triad Drive, Greensboro, NC 27409-9621

www.purolator-facet.com

Phone: (800) 852-4449  or  (336) 668-4444
Fax: (336) 668-4452

Email :  info@purolator- facet.com

APPLICATIONS

Liquid bag filter housings provide filtration for a wide variety of 
applications in the paper, food, petroleum, and chemical industries.
Available with a 25" long, 316SS Poroplate  cleanable basket, for ease of 
cleaning and long life.

No need for a support basket or filter bag.
Easily cleaned.
All 316SS stainless steel construction for corrosion resistance.
6 filtration ratings available, from 10-150 microns.
TIG welded construction for long life.
Basket has "C" channel o-ring groove, to assure seal.

FEATURES

Carbon steel housing with 2 part epoxy coating (external only) is 
standard, 304 or 316SS construction available.
Stainless steel housing is not painted, but has a satin finish.
100 PSI @ 225˚F operating pressure.
Lid has a reverse taper for positive o-ring holding.
Low pressure drop through the vessel and the cleanable Poroplate  filter 
basket.
The cleanable 316SS basket is sealed with a Buna o-ring to eliminate 
contamination passing between the basket and the seat.
Housing comes with adjustable legs to fit a variety of installation 
requirements (adjustable legs have a 9.5" bolt circle and 18" height 
adjustment).
Housing has a 1/4" NPT vent in the lid.
1/4" NPT gauge ports are located on the body of the housing for 
monitoring the differential pressure across the basket strainer.
Buna seals.
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POROPLATE  CLEANABLE FILTER BASKET®
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